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Model 5020 


24 Hour Real Time - 48 Hour 
ime Lapse Recorder 



5020 Features 

High quality field recording / playback 

350 lines horizontal resolution (B/W) 

300 lines horizontal resolution (Color) 

Switchable video noise filter (playback) 

Recording speeds: 2H, 6H, 18H, 24H, 36H, 48H 

Real time recording (24H) with audio 

On screen set up menus 

End of tape output 

Alarm scan function 

Clock memory back up 

Repeat, Timer, Alarm, and Panic record functions 

Adjustable location of on screen; time/date, rec. speed, and 20 character titler 
Daily and weekly timer set for programmable recordings 
Selectable "OPEN" or "CLOSED" inputs for trigger terminals 
Front panel lock out switch 

Hour meter in menus showing cumulative hours of the machine's operation 
Instant record check button on front panel and remote 
DLC coated 4 Head drum 
Auto head cleaner 
Mic input 

A/V bypass during power failure 

Memory menus showing alarm times, and power loss and return times 

Free voltage power supply (90 to 250VAC, 50/60 Hz) for international applications 

Commercial ball bearing capstan motor 

Automatic detection sync mode for SW out connection to multiplexers 
Quick start recording; two seconds from power off to record mode 

Alarm recording times 20s, 60s, 90s, 2min, 3min, 5min, 10min, 15min, 20min, 25min, 30min. 
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